
EBR METAL reserves the right to make changes in models of products in the catalog and their technical features anytime without notice. 57
www.ebrmetal.com
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mm mm Ø mm mm mm mm mm kg

MR

610 x 46 600 1.0-1.2 46 4/7/9 900 500 400 90

 1050 x 46 1000 0.8-1 46 4/7/9 1400 500 400 120

1270 x 46 1250 0.6-0.8 46 4/7/9 1620 500 400 150

TS STS 1050 x 50 1050 1 50 4/7/10 1400 300 400 85

STS 1300 x 75 1300 1.5 75 4/7/10 1600 300 400 105
Minimum çap üst top Ø x 1.5 katı. 

Minimum diameter top roll Ø x 1.5 times.
Sac kapasiteleri 24 kg/mm² sac mukavemetine göre verilmiştir.

Plate bending capacities are given for 24 kg/mm²
plate yielding strength.

• Döküm ana gövdeler
• El ile açılabilir üst top
• Kolay ayarlanabilir alt ve arka top

• Cast-iron main frames 
• Swing out openable top roll (Drop-End)
• Bottom and back rolls adjusted by means of screw handles

MANUAL SHEET METAL ROLLERS WITHOUT STAND
MASAÜSTÜ MANUEL SİLİNDİR MAKİNELERİ

MR |TS
Ürün Kodu / Product Code




